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SECOND FLOOR AREA G PIPING SCHEDULE
MECHANICALPIPING

System Size Schedule Material Connection Qty Length
Mechanical Piping 3/4" Type L Seamless Copper Soldered 7 1"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 1 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 2 1/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 2 2 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 2 2 3/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 3"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 2 3 1/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 20 3 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 7 3 3/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 3 4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 2 4 1/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 6 4 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 3 4 3/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 4 5"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 4 5 1/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 4 5 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 7 5 3/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 5 6"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 3 6 1/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 3 6 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 3 7 1/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 2 7 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 4 7 3/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 4 8"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 8 1/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 5 8 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 3 8 3/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 9 1/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 9 3/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 2 10"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 3 10 1/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 10 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 11 1/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 3 11 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 11 3/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 1'-0"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 1'-0 1/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 2 1'-0 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 1'-0 3/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 2 1'-1 1/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 7 1'-1 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 3 1'-2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 1'-2 1/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 5 1'-2 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 1'-3 1/4"
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Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 1'-3 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 1'-4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 3 1'-4 1/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 2 1'-4 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 7 1'-4 3/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 2 1'-5"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 2 1'-5 1/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 2 1'-5 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 1'-6"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 1'-6 1/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 3 1'-6 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 1'-6 3/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 1'-7"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 1'-7 1/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 1'-7 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 2 1'-7 3/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 2 1'-8"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 1'-8 1/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 1'-8 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 1'-8 3/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 1'-9"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 2 1'-9 1/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 3 1'-9 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 1'-10"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 1'-10 1/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 1'-10 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 2 1'-10 3/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 1'-11 1/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 1'-11 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 2 2'-0"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 2'-0 1/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 2'-1"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 2 2'-1 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 2'-2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 2'-2 1/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 2'-2 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 2'-3"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 2'-3 1/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 4 2'-3 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 2'-3 3/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 2'-4 1/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 3 2'-4 3/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 2 2'-5"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 2'-5 3/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 2'-6 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 2 2'-6 3/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 2 2'-7"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 2 2'-7 1/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 2'-7 1/2"
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Mechanical Piping 3/4" Type L Seamless Copper Soldered 2 2'-9 1/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 2'-9 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 2'-9 3/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 2'-10 1/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 2'-11"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 2'-11 1/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 3 2'-11 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 2 3'-6 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 3'-7 3/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 3'-9"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 2 3'-9 1/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 3'-10 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 4'-0 1/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 4'-0 3/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 4'-1 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 4'-2 1/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 3 4'-2 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 4'-3 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 4'-4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 4'-4 1/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 4'-4 3/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 2 4'-5 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 4'-6 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 4'-6 3/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 4'-7 1/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 4'-7 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 4'-10 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 5'-0 1/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 5'-1 1/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 5'-3"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 5'-6"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 5'-6 1/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 2 5'-8"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 5'-8 3/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 5'-10 3/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 6'-1 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 6'-3 3/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 6'-5"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 6'-7 1/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 6'-9 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 6'-10 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 6'-11 1/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 7'-0 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 7'-2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 7'-3 3/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 7'-4 1/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 7'-5 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 7'-7 3/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 7'-8"



MP Pipe

Page 4

Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 7'-11 3/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 2 8'-0 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 8'-1 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 8'-2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 8'-3 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 8'-7"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 8'-7 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 8'-7 3/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 2 8'-9 3/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 4 9'-1"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 9'-1 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 9'-9"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 9'-9 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 9'-10"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 9'-10 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 9'-11"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 4 10'-1 3/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 10'-3 3/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 11'-5 3/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 11'-6 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 11'-9 1/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 12'-1 1/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 12'-3"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 13'-2 1/2"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 13'-6 1/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 1 13'-11 1/4"
Mechanical Piping 3/4" Type L Seamless Copper Soldered 4 20'-0"

Total Length 930'-4 3/4"

System Size Schedule Material Connection Qty Length
Mechanical Piping 1" Schedule 40 Galvanized Threaded 1 15'-8 1/4"

Total Length 15'-8 1/4”
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System Size Schedule Material Connection Qty Length
Mechanical Piping 1" Type L Seamless Copper Soldered 1 3 1/4"
Mechanical Piping 1" Type L Seamless Copper Soldered 1 3 3/4"
Mechanical Piping 1" Type L Seamless Copper Soldered 4 4 1/4"
Mechanical Piping 1" Type L Seamless Copper Soldered 2 7 3/4"
Mechanical Piping 1" Type L Seamless Copper Soldered 1 1'-0 1/4"
Mechanical Piping 1" Type L Seamless Copper Soldered 2 1'-1 3/4"
Mechanical Piping 1" Type L Seamless Copper Soldered 1 1'-2 1/2"
Mechanical Piping 1" Type L Seamless Copper Soldered 1 1'-2 3/4"
Mechanical Piping 1" Type L Seamless Copper Soldered 1 1'-5 3/4"
Mechanical Piping 1" Type L Seamless Copper Soldered 1 1'-10"
Mechanical Piping 1" Type L Seamless Copper Soldered 1 2'-4 3/4"
Mechanical Piping 1" Type L Seamless Copper Soldered 1 2'-5 1/4"
Mechanical Piping 1" Type L Seamless Copper Soldered 1 2'-6"
Mechanical Piping 1" Type L Seamless Copper Soldered 1 2'-9 3/4"
Mechanical Piping 1" Type L Seamless Copper Soldered 1 2'-10"
Mechanical Piping 1" Type L Seamless Copper Soldered 1 2'-10 1/2"
Mechanical Piping 1" Type L Seamless Copper Soldered 1 3'-2 3/4"
Mechanical Piping 1" Type L Seamless Copper Soldered 1 3'-4"
Mechanical Piping 1" Type L Seamless Copper Soldered 1 5'-5 1/2"
Mechanical Piping 1" Type L Seamless Copper Soldered 1 5'-5 3/4"
Mechanical Piping 1" Type L Seamless Copper Soldered 1 5'-6 3/4"
Mechanical Piping 1" Type L Seamless Copper Soldered 1 5'-9 3/4"
Mechanical Piping 1" Type L Seamless Copper Soldered 1 6'-3"
Mechanical Piping 1" Type L Seamless Copper Soldered 1 8'-4 1/4"
Mechanical Piping 1" Type L Seamless Copper Soldered 1 8'-5 1/4"
Mechanical Piping 1" Type L Seamless Copper Soldered 1 8'-7 3/4"
Mechanical Piping 1" Type L Seamless Copper Soldered 1 9'-1 1/2"
Mechanical Piping 1" Type L Seamless Copper Soldered 1 9'-4 3/4"
Mechanical Piping 1" Type L Seamless Copper Soldered 1 9'-9 1/4"
Mechanical Piping 1" Type L Seamless Copper Soldered 1 10'-7 1/4"
Mechanical Piping 1" Type L Seamless Copper Soldered 1 11'-6 3/4"
Mechanical Piping 1" Type L Seamless Copper Soldered 1 11'-11 1/2"
Mechanical Piping 1" Type L Seamless Copper Soldered 1 13'-8 1/4"
Mechanical Piping 1" Type L Seamless Copper Soldered 2 14'-1 1/4"

Total Length 193'-1 3/4”

System Size Schedule Material Connection Qty Length
Mechanical Piping 1-1/4" Type L Seamless Copper Soldered 1 5 1/4"
Mechanical Piping 1-1/4" Type L Seamless Copper Soldered 1 7 1/2"
Mechanical Piping 1-1/4" Type L Seamless Copper Soldered 1 1'-7 1/4"
Mechanical Piping 1-1/4" Type L Seamless Copper Soldered 1 2'-6 1/4"
Mechanical Piping 1-1/4" Type L Seamless Copper Soldered 1 2'-10 1/4"
Mechanical Piping 1-1/4" Type L Seamless Copper Soldered 1 3'-2 1/4"
Mechanical Piping 1-1/4" Type L Seamless Copper Soldered 1 3'-10 1/2"
Mechanical Piping 1-1/4" Type L Seamless Copper Soldered 1 5'-0"
Mechanical Piping 1-1/4" Type L Seamless Copper Soldered 1 6'-6"
Mechanical Piping 1-1/4" Type L Seamless Copper Soldered 1 8'-3 1/2"
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Mechanical Piping 1-1/4" Type L Seamless Copper Soldered 1 9'-11"
Mechanical Piping 1-1/4" Type L Seamless Copper Soldered 1 10'-10"
Mechanical Piping 1-1/4" Type L Seamless Copper Soldered 1 10'-10 1/4"
Mechanical Piping 1-1/4" Type L Seamless Copper Soldered 1 15'-4 3/4"
Mechanical Piping 1-1/4" Type L Seamless Copper Soldered 1 18'-4 3/4"

Total Length 100'-3 1/2”

System Size Schedule Material Connection Qty Length
Mechanical Piping 1-1/2" Type L Seamless Copper Soldered 1 2 3/4"
Mechanical Piping 1-1/2" Type L Seamless Copper Soldered 1 4 1/2"
Mechanical Piping 1-1/2" Type L Seamless Copper Soldered 1 6 1/4"
Mechanical Piping 1-1/2" Type L Seamless Copper Soldered 1 1'-2 1/2"
Mechanical Piping 1-1/2" Type L Seamless Copper Soldered 1 1'-6 1/4"
Mechanical Piping 1-1/2" Type L Seamless Copper Soldered 1 2'-0 3/4"
Mechanical Piping 1-1/2" Type L Seamless Copper Soldered 1 2'-3 1/2"
Mechanical Piping 1-1/2" Type L Seamless Copper Soldered 1 2'-4"
Mechanical Piping 1-1/2" Type L Seamless Copper Soldered 1 2'-6"
Mechanical Piping 1-1/2" Type L Seamless Copper Soldered 1 3'-1 1/2"
Mechanical Piping 1-1/2" Type L Seamless Copper Soldered 1 3'-2 3/4"
Mechanical Piping 1-1/2" Type L Seamless Copper Soldered 1 4'-6 3/4"
Mechanical Piping 1-1/2" Type L Seamless Copper Soldered 1 5'-2 3/4"
Mechanical Piping 1-1/2" Type L Seamless Copper Soldered 1 13'-1 1/2"
Mechanical Piping 1-1/2" Type L Seamless Copper Soldered 1 14'-9 3/4"
Mechanical Piping 1-1/2" Type L Seamless Copper Soldered 1 19'-9 3/4"
Mechanical Piping 1-1/2" Type L Seamless Copper Soldered 1 20'-0"

Total Length 96'-11 1/2”

System Size Schedule Material Connection Qty Length
Mechanical Piping 2" Schedule 40 Galvanized Threaded 1 15'-2 3/4"
Mechanical Piping 2" Schedule 40 Galvanized Threaded 1 13'-3 1/4"
Mechanical Piping 2" Schedule 40 Galvanized Threaded 1 20'-0"

Total Length 48'-6”

System Size Schedule Material Connection Qty Length
Mechanical Piping 2" Type L Seamless Copper Soldered 1 3 1/2"
Mechanical Piping 2" Type L Seamless Copper Soldered 1 3 5/8"
Mechanical Piping 2" Type L Seamless Copper Soldered 1 4 1/2"
Mechanical Piping 2" Type L Seamless Copper Soldered 1 9 1/2"
Mechanical Piping 2" Type L Seamless Copper Soldered 1 10 3/4"
Mechanical Piping 2" Type L Seamless Copper Soldered 1 1'-1 1/4"
Mechanical Piping 2" Type L Seamless Copper Soldered 1 1'-1 7/8"
Mechanical Piping 2" Type L Seamless Copper Soldered 1 1'-2 5/8"
Mechanical Piping 2" Type L Seamless Copper Soldered 1 1'-2 3/4"
Mechanical Piping 2" Type L Seamless Copper Soldered 1 1'-3 3/8"
Mechanical Piping 2" Type L Seamless Copper Soldered 1 1'-4 7/8"
Mechanical Piping 2" Type L Seamless Copper Soldered 1 1'-5 3/4"
Mechanical Piping 2" Type L Seamless Copper Soldered 1 1'-7 1/2"
Mechanical Piping 2" Type L Seamless Copper Soldered 1 1'-8 7/8"
Mechanical Piping 2" Type L Seamless Copper Soldered 1 1'-10 1/4"
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Mechanical Piping 2" Type L Seamless Copper Soldered 1 1'-10 3/8"
Mechanical Piping 2" Type L Seamless Copper Soldered 1 1'-10 5/8"
Mechanical Piping 2" Type L Seamless Copper Soldered 1 1'-11 5/8"
Mechanical Piping 2" Type L Seamless Copper Soldered 1 2'-0 3/8"
Mechanical Piping 2" Type L Seamless Copper Soldered 1 2'-0 3/4"
Mechanical Piping 2" Type L Seamless Copper Soldered 1 2'-6 1/4"
Mechanical Piping 2" Type L Seamless Copper Soldered 1 2'-7 1/8"
Mechanical Piping 2" Type L Seamless Copper Soldered 1 2'-9 1/2"
Mechanical Piping 2" Type L Seamless Copper Soldered 1 3'-0 7/8"
Mechanical Piping 2" Type L Seamless Copper Soldered 1 3'-1 1/2"
Mechanical Piping 2" Type L Seamless Copper Soldered 1 3'-2"
Mechanical Piping 2" Type L Seamless Copper Soldered 1 3'-5"
Mechanical Piping 2" Type L Seamless Copper Soldered 1 3'-7 5/8"
Mechanical Piping 2" Type L Seamless Copper Soldered 1 3'-11 1/4"
Mechanical Piping 2" Type L Seamless Copper Soldered 1 4'-0 1/4"
Mechanical Piping 2" Type L Seamless Copper Soldered 1 4'-2 3/4"
Mechanical Piping 2" Type L Seamless Copper Soldered 1 4'-11 3/4"
Mechanical Piping 2" Type L Seamless Copper Soldered 1 6'-0 5/8"
Mechanical Piping 2" Type L Seamless Copper Soldered 1 6'-1 1/4"
Mechanical Piping 2" Type L Seamless Copper Soldered 1 6'-3 5/8"
Mechanical Piping 2" Type L Seamless Copper Soldered 1 7'-7 1/8"
Mechanical Piping 2" Type L Seamless Copper Soldered 1 8'-9 1/4"
Mechanical Piping 2" Type L Seamless Copper Soldered 1 9'-1 3/4"
Mechanical Piping 2" Type L Seamless Copper Soldered 1 9'-4 5/8"
Mechanical Piping 2" Type L Seamless Copper Soldered 1 9'-5"
Mechanical Piping 2" Type L Seamless Copper Soldered 1 10'-10 1/2"
Mechanical Piping 2" Type L Seamless Copper Soldered 1 11'-10 5/8"
Mechanical Piping 2" Type L Seamless Copper Soldered 1 12'-5 1/8"
Mechanical Piping 2" Type L Seamless Copper Soldered 1 13'-2"
Mechanical Piping 2" Type L Seamless Copper Soldered 1 13'-3 1/8"
Mechanical Piping 2" Type L Seamless Copper Soldered 1 14'-5 1/8"
Mechanical Piping 2" Type L Seamless Copper Soldered 1 14'-10 7/8"
Mechanical Piping 2" Type L Seamless Copper Soldered 1 18'-11 1/2"
Mechanical Piping 2" Type L Seamless Copper Soldered 4 21'-0"

Total Length 259'-9 3/4”
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System Size Schedule Material Connection Qty Length
Mechanical Piping 2-1/2" ASTM-A135 Black Steel Grooved 1 9 3/4"
Mechanical Piping 2-1/2" ASTM-A135 Black Steel Grooved 1 10 1/2"
Mechanical Piping 2-1/2" ASTM-A135 Black Steel Grooved 1 1'-7 3/4"
Mechanical Piping 2-1/2" ASTM-A135 Black Steel Grooved 1 1'-8"
Mechanical Piping 2-1/2" ASTM-A135 Black Steel Grooved 1 2'-0"
Mechanical Piping 2-1/2" ASTM-A135 Black Steel Grooved 1 3'-2 1/4"
Mechanical Piping 2-1/2" ASTM-A135 Black Steel Grooved 1 6'-7 1/4"
Mechanical Piping 2-1/2" ASTM-A135 Black Steel Grooved 1 7'-6 1/4"
Mechanical Piping 2-1/2" ASTM-A135 Black Steel Grooved 1 8'-10 1/2"
Mechanical Piping 2-1/2" ASTM-A135 Black Steel Grooved 1 12'-2"
Mechanical Piping 2-1/2" ASTM-A135 Black Steel Grooved 1 13'-5 3/4"
Mechanical Piping 2-1/2" ASTM-A135 Black Steel Grooved 1 19'-10"

Total Length  78'-8"

System Size Schedule Material Connection Qty Length
Mechanical Piping 2-1/2" Schedule 80 Copper Soldered 2 7"

Total Length 1'-2”

System Size Schedule Material Connection Qty Length
Mechanical Piping 4" Standard Weight Black Steel Grooved 1 4"
Mechanical Piping 4" Standard Weight Black Steel Grooved 1 13'-2"
Mechanical Piping 4" Standard Weight Black Steel Grooved 1 14'-7 1/2"

Total Length 28'-1 ½"

System Size Schedule Material Connection Qty Length
Mechanical Piping 4" Extra Strong Black Steel Welded 1 4"

Total Length 4"

System Size Schedule Material Connection Qty Length
Mechanical Piping 6" Standard Weight Black Steel Grooved 2 4"

6" Standard Weight Black Steel Grooved 2 13'-0"
Total Length 26'-8”
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